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(54) TlUe: FUEL INJECTION VALVE 
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(57) Abstract: The invention relates to a fuel injection valve (1), in 
particular, for the direct injection of fuel into the combustion chamber 
of a compressed-mixture, spark-ignition internal combustion engine, 
comprising a valve housing, formed by a nozzle body (3) and a seal 
(10), which seals the fuel injection valve (1) against a cylinder head 
(5) of the internal combustion engine. The seal (10) has a sleeve-like 
embodiment with a structured cross-section and extends over the axial 
length of the nozzle body (3). 

(57) Zusammenfassung: Ein Brennstoffeinspritzventil (1), insbe- 
sondere zum direkten Einspritzen von Brennstoff in den Brennraum 
einer gemischverdichtenden, fremdgeziindeten Brennkraftmaschine, 
umfasst ein aus einem Diisenkdrper (3) gebildetes Ventilgehause 
sowie eine Dichtung (10), die das Brennstoffeinspritzventil (1) 
gegen einen Zylinderkopf (5) der Brennkraftmaschine abdichtet. Die 
Dichtung (10) ist hUlsenfSrmig mit einem strukturierten Querschnitt 
ausgebildet und erstreckt sich tiber die axiale LMnge des Dusenkorpers 
(3). 
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